HDX-PRO

HDTV Media Distribution and Extension via CAT5

HD

' Made in the USA

Use a Single CAT5 Cable to Broadcast High Resolution HDTV,
Stereo Audio, RS-232 and IR up to 1,000 Feet Away

HDX-PRO a high-resolution HDTV and sterec audio extender component within SmartAVI's HDControl
product family geared specifically toward home theater owners and designers. Using small transmitter
and receiver units, you can broadcast HD desktop video, stereo audio signals, infrared and R5-232 over
unshielded twisted pair (UTP) cabling.

Using R5-232 and IR support, the HDX-PRO allows users to send commands such as volume control,
channel viewing or power on/off, to single or multiple devices from remote locations.

- Features

= |Ises gasy-to-install, inexpensive CATS/5e/7/6/8 = Compatible with line level stereo audio signals

= Extends output up to 1,000 feat = High ground loop immunity

= Supports high-resolution video up to 1920 x 1200 = Built-in power surge and transient protection

« HOTV compatible (720p, 1080i, 1080p) + Designated trimmeer in the remote unit to compensate
= Supports Component Video (YPbPr) fior cable lemgth

= 300 MHz bandwidth = Compact metal case enclosura

= Sends high-resolution HOTV, stereo audio, R5-232 and = External powaer supply

IR signals from one source to remote location using single cats - Transparent R5-232 and IR communication

Smart-Avi

SMART AUDIO VIDED INTEGRATION



Take Control of Your Home Theater

Tha HDX-PRO has been carefully designed to be compact and aesthetically pleasing for simple and professional home theater
integration.

While most home theater systems are relatively compact in component placement, the HDX-PRO makes extending your video and
audio signals up to 1,000 feet possible; this is useful in a design that calls for the home theater devices to be set up in a different
location, away from the viewing area.

In addition to easy signal extension, the HDX-PRO's IR control support allows for easy systam management, giving you the freedom
of how you contral what's being viewed and when it's being viewed, whether from your seat or in another room.

— Specifications

= Application Diagram
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Order Info

HOTV/ fudin/R5232/IR Point to Point CATS Extender. Incudes: [HOE-PRO-TX, HOX-PRO-RY, 2x(PS5VDC2A]]

Many leading companies have recognized and embraced the innovation of SmartAvI's technologies and have successfully
incorporated them into their organizations. Users of SmartAWl include:
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