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Each of the RK-DVS4P’s 8 Bays 
Splits One DVI-I Input into 4 Outputs 

RK-DVS4P

Features
•	 5U Rack mountable solution
•	 Single Power supply operate up to 8 4port DVI-I splitters
•	 Onboard DDC Learning and emulation
•	 Can learn any type of DDC
•	 Supports DVI-I Input(VGA or DVI)
•	 Supports DVI-I Output(VGA or DVI)
•	 Resolution up to maximum 1920 x 1200@60Hz.
•	 Perfect picture quality on all resolutions
•	 Input Interface DVI-I (SingleLink)-VGA or DVI
•	 Output Interface DVI-I (SingleLink-VGA or DVI)
•	 Operating Temp 10°C – 45°C / 50°F – 113°F
•	 Humidity 80% max, non-condensing

The RK-DVS4P is a high-resolution video splitter system designed to 
broadcast high-definition DVI-I signals up to 25 feet. It has 8 expansion 
bays, each of which splits one DVI-I signal in to four. This solution simplifies 
having muliple DVD-I splitters with multiple power supplies. 

8x 4-Port DVI-I Splitter Rack

•	 Test Bench Facilities
•	 Data Center
•	 Presentations
•	 Help Desks
•	 Server Rooms
•	 Industrial Floor

Applications

Rack Solution
DVI-I Splitter
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Many leading companies have recognized and embraced the innovation of SmartAVI’s technologies and have 
successfully incorporated them into their organizations.  Users of SmartAVI include:

Specifications
Video

Input Interface DVI-I(SingleLink)Female connector

Output Interface DVI-I(SingleLink)4 x Female connector

Resolution 1920x1200 @ 60H, Resolution up to 
1280x1024 min. 75H

Power Supply Internal Universal Switchmode PSU 
(90-240V Input) 

Upgradable DDC Onboard Flash learning

Dimensions 8.75” H (5U) x 17” W x 7.5” D

Weight 9.8 lb.

Ordering Information
Part No. Qty Description
RK-DVS4P-4S 1 Rack  (Splitter chassis with four 1x4 split-

ter cards (16 total DVI output signals))

RK-DVS4P-8S 1 Rack  (Splitter chassis with eight 1x4 split-
ter cards (32 total DVI output signals))

Application Diagram

RK-DVS4P-8 Rear

RK-DVS4P-8 Front

RK-DVS4P Rack Solution
DVI-I Splitter

25 feet over DVI-I

8 DVI-I Sources 32 Displays (4 per Source)


