
S M A R T A U D I O V I D E O  I N T E G R AT I O N

Extend USB 1.1 Signals up to 275 Feet via CAT5

Features

SmartAVI’s USB100 extends standard USB (Universal Serial Bus) 1.1 signals up to 275 feet away from your
CPU using a single CAT5 unshielded twisted pair cable.  The USB100 is capable of transparent data

transfers at 1.5 and 12 Mbps.
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Many leading companies have recognized and embraced the innovation of SmartAVI’s technologies and have successfully
incorporated them into their organizations.  Users of SmartAVI include:

Specifications

Video Audio IR
and Power

USB100
Transmitter CAT5

USB Camera

ITEM USB 102-TR USB 101-RX

Electrical

Range over CAT5 UTP 85m (275ft)

USB Data

USB Fixed data rate 12Mbps

USB Version compatibility 1.1

USB Connector Type Type A Type B

UTP Data

Signal Type LVDS

Connector Unshielded RJ45

Power

External or via USB 5V DC @100mA

Connector 2.1mm DC jack (center +ve)

Physical

Dimensions 3.375”x3.375”x1.5” (85 x 84 x 35mm)

Weight .14lb (0.3Kg)

Applications

USB Printer

USB Mouse & Keyboard

USB100
Reciever

Model Description

USB Extender Receiver

USB Extender Transmitter

Order Info


