
Send One Ultra-HD HDMI Video Signal
to Eight Separate Displays in Stunning 4K!

FEATURES

•	 4K	Input/Output	(3840x2160	@30Hz)
•	 (8)	HDMI	Outputs
•	 Optimizes	resolution	automatically
•	 Plug-and-play
•	 Easy	to	install
•	 3D	Support
•	 HDCP	and	HDMI	1.4	Compliant
•	 LED	Status	Indicators
•	 Ultra-HD	signals	up	to	115ft	away!

APPLICATIONS

•	 Wall	Displays
•	 Retail
•	 Airports
•	 Dealer	Rooms
•	 Control	Rooms
•	 Audio/Visual	Presentations
•	 Restaurants
•	 Schools
•	 Hospitals
•	 Lobbies

4K/2K

4 Port full HD multiviewer real-time USB/KVM switch

4K-Ready 8 Por t HDMI Spli t ter

HDS8P-4K



OVERVIEW
The	HDS8P-4K	is	a	powerful	ultra-HD	video	signal	splitter	perfect	for	enhancing	and	unifying	digital	display-rich	environments	
of	any	kind!	With	the	HDS8p-4K,	a	single	HDMI	video	source	can	be	expanded	to	eight	connected	output	devices	in	stellar	
resolutions	up	to	4K	(3840x2160	@	30Hz).	Patrons	and	users	alike	will	be	enthralled	by	the	crystal	clear	picture	and	cohesive	
set-ups	the	HDS8P-4K	brings	to	any	situation.	Perfect	for	retail,	restaurant,	hospitality,	education,	transportation,	and	security	
displays,	the	HDS8P-4K	is	a	versatile	and	easy-to-install	ultra-HD	that	will	have	your	set-up	engaging	audiences	in	no	time!

APPLICATION DIAGRAM

SPECIFICATIONS
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ORDERING INFORMATION  
Part No. Description
HDS8P-4K-S 4K 8-Port HDMI Video Splitter, Includes: [HDS8P-4K, & 

(12VDC4A)

VIDEO
Format HDMI 1.4
Max Bandwidth Single-link 340MHz
Max Baud Rate 10.2Gbps
Audio Stereo; DTS, Dolby-TRUEHD, AC3, DSD-HD
Resolution Up to 3840x2160 @30Hz

Input Interface (1) HDMI [7.1ch audio & video]
Output Interface (8) HDMI [7.1ch audio & video]
Connector HDMI Type-A (19-pin female)
Color 24bit/30bit/36bit/48bit

Cables Length
Input 50ft HDMI (15m)
Output 65ft HDMI (20m)

OTHER  
Power Supply External 100-240 VAC/12VDC4A
Max Consumption 20W
Dimensions 9.4” (H) x 5.4” (D) x 1.0” (H)
Weight 2lbs
Approvals UL, CE, ROHS Compliant
Operating Temp. -15 to +55°C (0 to +95°F)
Humidity Up to 95% (no condensation
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HDS8P-4K

HDMI Signal Source

HDS8P-4K


