
RCS-100
REMOTE KVM CONTROLLER

FEATURES
•	 Government Operations
•	 Defense Applications
•	 Secure Control Rooms
•	 Corporate Communications
•	 Server Operations
•	 Educational Administrations
•	 Medical Facilities
•	 Banking Network
•	 Insurance Data Centers
•	 Transit Management
•	 Industrial Operation
•	 Intelligence Communications 

applications
	• Compatible with any new switch from the existing  

NIAP PP 4.0 Certified Secure KVM and KM line
	• Also Compatible with SmartAVI’s “SM” Commercial 

KVM Switches!
	• Support for Keyboard or Mouse extension to control 

the connected PCs
	• Easily switch between channels and activate CAC up to 

100 ft away from the switch with USB extenders
	• Instant synchronization with front panel indicators on 

the switch
	• Up to 4 channels available
	• 15 ft USB extension with attached cable and up to  

100 ft with USB extenders

Designed and Manufactured in the USA



The SmartAVI KVM Remote Control revolutionizes the KVM user experience by reducing workspace clutter and 
enhancing functionality. By allowing the KVM unit to be neatly placed away from the user’s desk, it significantly 
declutters the workspace. 
This remote control features a convenient USB connection for keyboard or mouse integration, making it easy to 
use. It provides a clear and simple way to switch channels and visibly see the channel position, ensuring effortless 
control. 
No need for third-party solutions or programming headaches. The SmartAVI KVM Remote Control is plug-and-
play, compatible with both SmartAVI’s secure and commercial KVM switches, providing a seamless and efficient 
user experience.
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technical specifications
USB

Signal Type USB 1.1 and 1.0 keyboard/mouse only

USB Type A Inputs Connection to KVM

User Console Output Interface
(1) USB Type-A for keyboard or mouse 
connection only

OTHER
Power Supply 5V DC, 2 A power supply through the KVM

Dimensions 3.25” L x 2” W x 0.5” H

Weight 0.2 lbs

Operating Temperature +32 to +104°F (0 to +40°C

Storage Temperature -4 to 140°F (-20 to +60°C)

Humidity Up to 80% (no condensation)

PART NO. DESCRIPTION
RCS-100-S Remote Secure KVM Controller. Includes: [RCS-100].


